
CITY OF BEAVERTON 
** CONDITIONS OF PERMIT/APPROVAL ** 

 
R.O.W. CONDITIONS: 
 
0001  - All proposed excavation limits shall be marked with white paint as per the Oregon Utilities 
 Coordinating Council recommendations. 
 
0002  - ATTENTION: Oregon law requires you to follow rules adopted by the Oregon Utility 

Notification Center.  Those rules are set forth in OAR 952-001-0010 through OAR 952-001-0090.  
You may obtain copies of the rules by calling the center.  (Note: the telephone number for the 
Oregon Utility Notification Center is (503) 232-1987.)  Locate requests shall be made 48 hours 
prior to any work taking place and after the proposed excavation limits have been marked with 
white paint.  The one call number is (503) 246-6699. 

 
0003  - The contractor, or owner as contractor, is responsible for erosion control in accordance with OAR 
 340-41-455, and must remove all debris, asphalt concrete and rocks from the project site. 
 
0004  - The owner, or owner as contractor is to include any subcontractors on the permit application. The 

Contractor and/or owner as contractor, shall have a copy of the City permit and all attachments on 
hand at the work site.  All work shall conform to the permit terms, conditions and provisions; the 
franchise agreement; and to the City of Beaverton’s standard and specifications.  Any changes to 
the proposed work must be approved by the City, in advance of work performance. 

 
0005  - All construction sites are to be restored to their original condition. the owner and/or the 
 contractor shall be responsible for all damages related to work done under this permit. The 
 permit holder shall be responsible for repair of existing facilities (road, curbs, etc.) as may be 
 necessary, to overcome deterioration or damage which occurred in conjunction with the work 
 authorized by the permit.  The extent of this repair, if needed, will be determined during 
 construction by City staff.  Corrective work shall be done at the permit holder’s expense. 
 
0006  - All flagging and traffic control plans on arterial and collector streets shall be designed to meet or 
 exceed the requirements of the Manual on Uniform Traffic Control Devices (MUTCD) and shall 
 be approved by the City Traffic Engineering Section prior to any work on site.  The traffic control 
 plans for residential streets shall also meet or exceed the requirements of the MUTCD, but no 
 specific plan approval shall be required. No street shall be closed for construction without prior 
 approval by the City Engineer. 
 
0007  - The City reserves the right to add or modify traffic control requirements as may be necessary to 
 effectively control traffic and to assure public safety.  If proper traffic control is not maintained by 
 the contractor, the City may require that the street be reopened to traffic and all work in the 
 right-of-way cease until a new plan is submitted and approved by the City Traffic Engineering 
 Section. 
 
0008  - The City of Beaverton Inspection Section (503) 526-2400 is to be notified whenever any work is 
 being done by the contractor, or owner as contractor, prior to commencement of the work 
 
0009  - Street cuts shall be inspected by the City of Beaverton Inspection Section at (503) 526-2400, and 

shall be repaired in accordance with City of Beaverton Standard Drawing 301. Compaction 
reports are to be submitted to the Inspection Section whenever any street cuts or sidewalk work is 
done;  this work is to be done in accordance with the City of Beaverton Engineering Design 
Manual requirements. 

  



0010  - The City of Beaverton Landscape Section is to be notified prior to any work that disturbs 
landscaping in the public right-of-way.  Contact the Landscape Section at (503) 526-2206 for 
further information. 

 
0011  - Whenever any street cuts, bores or pushes are requested, cross sectional profiles of any utilities 
 such as water, sanitary, storm, electrical, cable TV and telephone lines need to be included on the 
 plans.   
 
0012  - Unless otherwise specifically noted on the attached permit, all utility lines shall be placed 
 underground per Ordinance 2050 requirements. 
 
0013  - Prior to removing any sidewalk, signs indicating that the sidewalk is closed shall be placed at all 

 intersections leading to the sidewalk where work is being performed. 
 
0014  - All sidewalks removed for construction along collector and arterial streets shall be plated (or 

 patched with a hard durable material such as compacted 3/4"-0 crushed rock, asphaltic concrete 
 or equivalent material) at the end of each workday. 

 
0015  - All sidewalks removed for construction along residential streets shall have lighted barricades 

 installed at the end of each work day or patched with a hard durable material such as compacted 
 3/4"-0 crushed rock, asphaltic concrete or equivalent material. No sidewalk shall be left in an 
 impassable condition for a period exceeding 5 work day without the prior approval of the City 
 Engineer. 

 
0016  - All wheelchair ramps which are disturbed (disturbed shall be defined as any physical destruction 

 or alteration which causes the existing ramp to become either non-functional or in need of repair 
 of over 10% of the ramp) shall be re-installed to current City standards. 

 
0017  - Existing sidewalks shall be kept free of obstructions except in those cases where, in the city 

 engineer's judgment, the sidewalk must be obstructed or removed for construction purposes.  If a 
 sidewalk must be obstructed or removed, the sidewalk shall be restored as described above or an 
 alternate walkway shall be provided within 4 hours. 

 
0018  - All borings and potholes in asphalt streets shall be filled with 4,500 psi concrete (not bags of pre-

mixed concrete) for at least the top two feet.  Below that depth, controlled density fill (CDF), or 
compacted gravel may be substituted in local streets ( pea gravel if the hole is less than 6 inches in 
diameter may also be used).  All borings and potholes in concrete streets or sidewalks shall 
require the removal and replacement of the entire concrete panel to current City standards.  All 
borings and potholes in unpaved right-of-way shall be backfilled with pea gravel or compacted 
native material. 
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